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Assembly instructions

“Estate Agent Window Display”

12 Panel Display

(Portrait or Landscape)

Website: www UK Exhibition .co.uk

Email: post@ lstparceldirect.co.uk
Tel: 0845 1080046
Fax: 0845 1080047

Components supplied

Components required

12 Panel Display contents

4 x 4 metre Cable.
12 x Panels.

16 x Single Grippers
16 x Double Grippers
4 x Top Holders.

4 x Bottom Holders.

Your will need the following items:

Drill and Drill Bit

Small Screwdriver.
Phillips Screwdriver.
Wire Cultter.

Spirit Level or Plumb line

If connecting to a wooden window ceiling th
drill will not be required.

If connecting to a brick / concrete ceiling the
fixing plugs will be required

Completed Window Display

12 Panel Display
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Estate Agent Window Displays

Photographs for easy identification

4 Metre Cable

Bottom Holder

Top Holder

All kitz come with 2
standard cable length of 4m

Single Gripper

Double Gripper

Connected Gripper

Connected Gripper

Landscape -Completed

Portrait - Double
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Portrait - Completed

A4 Sheet -dnsertion




Assembly instructions
for

“Estate Agent Window Display”

Step 1

Attach one of your top connectors to your top windi.

Thread 4m cable through the top connector and saing the small brass attachment.
Screw connector tightat this point you will have your first cable attachand hanging loose.

Thread 8 “single grippers” onto the cable ensugngiruding section is facing downwards.

At this point you will have your first cable attachand hanging loose with 8 single grippers corerct
Step 2

Attach your 2nd cable, however replace your siggigpers with your 8 “double grippers”
Attach your 3rd cable, however replace your simgippers with your 8 “double grippers”
Attach your 4th cable, use your “single grippers”

Portrait finish requires a 27 cm gajpidance)petween top connectors.

Landscape finish requires a 32 cm gajance)between top connectors.

At this point you will have all cables attached drahging loose with all grippers connected.
Step 3

Attach your one of your panels to the 1st and Zatdec

Each panel has an opening@nsure the opening is placed at the top and smpher facing towards you.
Attach your single gripper to the top left handresar-Use the supplied spacers

Attach your double gripper to the top right handnew -Use the supplied spacers

Attach your single gripper to the bottom left harmuiner -Use the supplied spacers

Attach your double gripper to the bottom right haodner -Use the supplied spacers

Step 4

Repeat above steps for all remaining panels amppers.

At this point you are now ready to connect youoiflscrews with the supplied bottom grippers.
Step 5

Unscrew the bottom gripper section until you have parts.

Use your “Spirit level or Plumb line” to ensure tmals straight.

Screw the small section into your lower window awsing the supplied screw.
Screw the large section into the small section.

Lightly pull cable taught so it reaches the lowéndow area Cut cable to required length.
Place cable through the small hole by pushing th&yding section downwards and release to secu
Repeat for all remaining cables.

Finally adjust each panels height for a profesgitinsh

“Congratulations you have now completed the assembly”

Possibilities:

4 panel display can be added
8 panel display can be added
12 panel display can be added




